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1. Introduction  

TZ Designbox, shortly named DB-Box, is a milestone of modern furniture and cabinet 

planning. A big variety of different components enables the user the planning of individual 

cabinet parts, cabinets, cuttings, parts and furniture. 

Choose between a broad range of preconfigured 3D models and customize it to your 

individual wishes and needs. Dimensions, colour combinations, connection types and 

many hardware solutions are at your disposal.   

You can’t find an appropriate model? Use the possibility of 100 individual planning and 

ordering via our DB-Box configurator. For TZ it is obviously that we provide our software 

free of charge. Configure your room dimensions, decorate it and plan your furniture to get 

a 3D- impression. The whole composition including the decoration, rooms, … can be 

easily printed and used as selling support. Convince your customers with your 

professionalism under usage of our unique planning software. 

 

Seite  von  2 38



2. Create a Basket 
                                                                                      
                                                                                         Open Basket and create a „New Basket“ 

 

 

Enter the customer name or object name in the 
shopping cart below (grey line) and enter it with a red 
box 
          "CREATE" to confirm. 
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Name of the Commission appears in the basket list or the system will create automatically for 
you. 

3. Global Setting 
To save time, we recommend using Global Settings. This setting can be selected via 
CONFIGURATOR or CATALOG. With the Global Settings, decors, design and much more 
can be pre-set so that the desired cutting parts or bodies with the selected setting. If you 
do not use them, the program starts with a default setting, which must be overwritten 
with each cutting part or cabinet. 

 
Configurator 

 
Catalog 
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Set the settings you want. 

 
By choosing expert mode, the program allows countless change options. 
For example, edge options, the décor of each body part, also the size of each body part can be 
changed. 
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When the settings are complete, click Apply or Save and Apply again.   
If you select only "Apply", the settings are applied only to the order   in progress (on this 
shopping cart).   

  

 

If the storage option is selected, the global setting 
can be named and applied to all orders via "Load" -

button. 
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4. Generate cutting parts 
The cuts can be obtained via configurator as well as the catalogues, the two types of input end 
in the same input mask. 

CONFIGURATOR  Single parts  Cutting parts 

 

  

 

 

 

 

 
Number, length, width, ... 
For category, select the desired material group, e.g. HGS MDF (High Gloss Scratch resistant) to 
MDF-plate pressed select. 
Color: select the desired color or décor. 
Thickness: select the desired thickness of the material. 

Which edge side should be Preformed: 
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1. Longitudinal edge (length) 
2. Cross-edge (width) 
After this setting, the possibilities of edge formation are matched with the material. 
If a text is entered under remark, it is also printed on the adhesive label of the part. 

  
All edge formations may be used at the longitudinal edge of this material. 

 

 In this case "Which edge side should be Preformed” longitudinal edge is entered, only a 
normal bending is allowed at the cross-edges. 
On the right side, the edge color can be selected if it should not be the same as the plate 
material. 

 
When the part is ready to be entered, click the green "Save item" button at the bottom right of 
the screen. 

 
The part is stored in the order list and the price of the entire order is displayed. 
The input mask stops, the next section can be entered. 

 
If you want to return to the job list on the real bottom screen, click the button 
"to the order list" or click on the name of the order at the bottom left of the screen. 
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In the order list, the input can be controlled and changed. 

 

Clicking on the wrench icon (edit article) opens the input mask and changes can be made. 
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5. Input front  
 

 

1 Measurement and color:  works the same as with the cuts (height, width ...  ). 
If a text is entered under remark, it is also printed on the bar code label of the part. 

 
2 Edge:  Works the same as with the cuts 

 

3 Door: In this function, the drilling parameters for the belt bore are entered. 
Hinge side: Here the thudding or staving side is indicated left or right. 
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Drilling: In this function, the drilling is confirmed with a hoe. It is then possible to change the 
automatic hole with the number of hinges. 
In this function, it is also possible to enter the holes for handles. 

 
Back to the start of the configurator, we go with a configurator  TZ- Austria 
The start page of the program can be reached by clicking on the TZ logo.
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1. Configuring carcass 
 

 

Configurator - Preconfigured Models  
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Select an eligible body from this list (e.g. only doors). 

 

As an example, I choose the body "cabinet with 1 door and 1 drawer" and will convert it 
to a body on both sides so that I can illustrate the flexibility of the design box. 
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When the body is opened, the global presets are automatically applied. 
The cabinet is displayed with these global settings. 

 

1 Measurements:  In these settings, the dimensions are fixed body height, body width and 
body depth. 
The dimensions refer to the body without front including rear wall and without base 
feet. 
In this surface it is also possible to order the body assembled. 

 
2 MATERIALS: In this input mask, the materials are determined or modified.  
As with the dimensions, the global setting is applied 
It is possible to install up to four front materials in a cabinet (Front Group A, B, C, D). 
Front material A is automatically assigned. 
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3 Carcass characteristics: Here the front air as well as the body connection, diameter of 
the in-line hole bore, hanging fitting, rear wall options, rear wall back jump and base foot 
height are entered/changed. 

 
4 ZONEN SETTING: In these settings, the rabbet side of the doors is entered or changed 
and the front material assignment (A,B,C,D) . 
If necessary, the front widths for left or right door can be changed differently as desired.  
The entered zone dimension is calculated without shutter gap - from outside to center 
shutter gap. 
1 to 6 middle vertical panel can be selected and placed freely. 
The uniform division refers to the whole body so the resulting first and last niche is smaller 
due to the material thickness. 

 
The grip hole must also be defined for the zone settings. 
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With the button „Refresh view“the cabinet will be recalculated    
 
   

 

Hide fronts                                      Reset view.     

     
5 EXPERT Setting:  These settings additionally change the edge options of the body.  
Visible at the back, body edged up and down, fan edged all around. 
Here it is also possible to make the Top/Bottom construction panel continuously and  to 
choose the component as a bridge lying or standing. 
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For free-standing cabinets, a socket panel can be entered on 3 sides with freely selectable 
socket return 

   
5.1 BUILDING MATERIALS:  in this input mask can be assigned a different material to each 
body component. 

 
5.2 ADDITIONAL MASSE: In these settings, each body part can be extended or shortened. 
Minus dimensions are also accepted for the inputs.
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6. Drawers 

 
Cabinet only with drawers  
Cabinet with 4 drawers: 
The input of the drawers takes place as in the case of the "body with a door and 
compartment" 
Body height, body width, body depth, etc... 
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1. symmetrical division of zones 

The front parts are evenly divided. 
The dimensions in grey writing are not  changeable. 
Zone 1 Lowest drawer: 
Zone dimension = 200 mm is calculated from lower edge body to center preset front 
shutter gap 
(top and bottom 3 mm, left and right 2 mm, between the fronts 4 mm) 
Front measurement calculation: zone dimension 200 mm - 3mm bottom - 2mm between 
the fronts = 195mm front dimension 
Zone 2 - second  drawer from bottom: 
Zone dimension = 200 mm is calculated from center front shutter gap zone 2 to middle 
shutter gap zone 3. 
Front measurement calculation: zone dimension 200mm - 2mm top - 2mm bottom = 196mm 
front dimension 
Zone 3 - third  drawer from below: 
Zone dimension = 200 mm is calculated from center front shutter gap zone 3 to middle 
front shutter gap zone 4. 
Front measurement calculation: zone dimension 200mm - 2mm top - 2mm bottom = 196mm 
front dimension 
Zone 4 Upper drawer: 
Zone dimension = 200 mm is calculated from the preset front shutter gap between zone 3 
and 4 to upper edge body. 
(top and bottom 3 mm, left and right 2 mm, between the fronts 4 mm) 
Front dimension calculation: zone dimension 200 mm - 3mm top - 2mm bottom = 195mm 
front dimension 
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1. custom division of zones 

 

Which subzone should fill the remaining space 
The software requires a buffer zone that takes up the difference of the changed zone 
dimensions. 
This buffer zone can be freely selected 
The zone height, as with the symmetric split, can be changed except for the selected 
zone. 

4. Zone Settings 

 
  
In the "Zone Setting" the "component between the store” (single-gal, web, traverse) can 
be removed OR replaced by a construction bottom. 
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In this function, the material assignment can be changed from each drawer. 
To make changes, the hash must be removed from the Global Settings. 
Drawer staving: 
If the drawer should be staving = drive in, then set the hash. 
Drawer style: 
With the type of drawer, you can choose between blind front, metal drawer, metal inner 
loader and wooden drawer. 
Model: 
Blum Legrabox OR Blum Antaro 
Type: 
In the model, you can choose between Blumotion or Tip-on. 
Payload: 
The load capacity can be used to select standard and heavy-duty extracts, provided the 
dimension is available. 
Indentation at the back: if a free space is required at the back of the load, the program 
considers the entered space at the nominal length of the load. 
Indentation above: if a free space is required at the top of the load, the program 
considers the entered space at the height of the load. 
Indentation below: if a free space is required at the bottom of the load, the program 
considers the entered space at the height of the load. 
!!! If the input for the free space is too large, the program does not find a load, 

then no load is inserted!!! 
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1. Free configurable cabinets 
If you do not find a cabinet in the pre-configured library that can be converted, it is 
entered under "Free Configurable".   
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For free configurable cabinets, the order of entry is very important. 
If I want to share the front image, I must enter the divisions in front of the front. 
If I want to install the front continuously, first the front AND then the divisions are 

inserted. 

  
In the case of the "free configurable cabinet”, the program opens an empty cabinet, 
which is divided with vertical and horizontal divisions. 
Drag the action fields into the empty body. 

 
Vertical division: 
can be used six times in each zone 
Zone indentation refers to the affected zone, here all inserted components (doors, 
loading...) are moved by the specified dimension. 
Additional indentation of the middle side refers only to the middle side, not to the 
components. 
Division type: In the division type, there is the possibility to choose about the type of 
division (middle head, virtual), the virtual division is a reference point without a 
component. 
Number of middle panels:  1 to 6 middle panels selectable in each zone. 
Divide the middle heads symmetrically:  The division is made according to the interior 
lights of the cabinet, the distances between the middle heads are equal. 
 

If the hash is removed, the splitting can be done 
manually 
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 The niche dimension is entered 

 

horizontal Division: 
can be used 10 times in any zone 
The zone indentation refers to the affected zone, here all inserted components (doors, 
loading ...) are moved by the specified dimension. 
Additional indentation of the central floor refers only to the middle floor and not to the 
components. 
Number of divisions: 1 to 10 divisions selectable in each zone. 
Divider type: In the type of divider, it is possible to choose the type of division (middle 
floor, lying one-tine, virtual), the virtual division is a reference point without part. A bridge 
or traverse is meant by lying panel.   
Divide divisions symmetrically:  The division is made according to the interior lights of 
the cabinet, the distances between the middle floors are equal 

If the hash is removed, the splitting 
can be done manually.  
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The nice dimension is in putted  
 

 

Drawer: The compartments are dragged with the mouse into the desired zone. 

Up to 10 shelves can be entered in one Zone 

The dimension of the shelf bottom return can 
be freely chosen 

 

 
Door: 
The door is dragged with the mouse into the desired zone 
Material assignment door: The material group A is automatically assigned, this can be 
changed to B, C or D. 
Rabbet position: The rabbet is set with left and can be changed at this point to left, 
right, top or bottom, as well as thudding or staving. 
 details: In the stop details you can choose the flap fittings or whether it should become a 
blind front (front without bore). 
Hinge color:  silver or black 
Mounting type:  Standard = Blum CLIP top BLUMOTION INSERTA 110° with a mounting 
plate for screwing. If the toolless is selected, the hinge remains, only the mounting plate 
is replaced by the Blum INSERTA cross-mounting plate.    
Handle:  • Handle model - only holes
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Enter drilling distance  

Handle orientation: vertical or horizontal 

Distance from the handle side is freely 
selectable. 

Reference point  Top, Middle, Bottom 

Repress hole row: This function allows to suppress the row in the selected zone. 
Indentation door: allows to move the door backwards. 

 

Double door: 
The function double door contains the same parameters as the function door. 
Here is only a small different in the definition of zone material. 
In the left and right doors, a different material can be defined.

 
Invite: 
The load is dragged with the mouse into the desired zone 
Material assignment door: 
Material group A is automatically assigned, which can be 
changed to B, C or D. 
Type of drawer: 
With the type of drawer, you can choose between blind front, metal loading, metal inner 
drawer, wooden drawer 
Model: 
Blum Legrabox or Blum Antaro 
Type: 
The model can be selected between Blumotion or Tip-on.   
Payload: 
The load capacity can be used to select standard and heavy-duty extracts, provided the 
dimension is available. 
Indentation at the back: if a free space is required at the back of the load, the program 
considers the entered space at the nominal length of the load. 
Indentation above: if a free space is required at the top of the load, the software 
considers the entered space at the height of the load. 
Indentation below: if a free space is required at the bottom of the load, the program 
takes into account the entered space at the height of the load. 
!!! if the input for the free space is too large, the program does not find a load, 

then no load is inserted!!! 
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Internal drawer:  contains the same parameters as the drawer 
Indentation at the front shifts the drawer to the rear. 

 
Repress hole row: This function allows to suppress the hole row in the selected zone. 

 

Door grid here, a door grid is entered by dividing through the middle panel and middle 
bottom. 
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Numbers of middle panels 1 to 6 per zone 

After removing the hash, the split can be 
entered manually 
Number of central floors 1 to 6 pcs. per 
zone 
After removing the hash, the split can enter 
manually 
Material assignment A, B,C or D 
A is preset 
Stop Left, Right, Top, bottom 
thudding or staving 

blind front or hinges 

Standard or toolless (See doors) 
 

  See chapter Doors 

Seite  von  28 38



7. Carcass in endless construction 
Via the Cabinet configurator – you can Freely configurable the lengths of the carcass in 
endless construction. 
In the carcass endless construction the middle panel is continuous and the upper floor is 
divided. 
The division takes place from the outside to the middle of the middle panel (middle side). 
In the case of symmetric division, the dimension(internal dimension) is not the same due to 
the thickness of the material. 
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Body external dimension 

Body external dimension 

Body external dimension 

Selectable from 1 to 6 
In the case of symmetrical division, the 
dimension(internal dimension) is not the same 
due to the thickness of the material. 
 

Den Remove the hash 

 

The distribution of the middle panels, the 
division can be freely chosen 

It is possible to divide each zone with another 6 middle panels; these are installed 
between the top and the bottom plate and do not pass through
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It is possible with the free configurable cabinets to place arbitrary zone divisions and fronts. 
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7. Global changes 
The Global settings allow defined changes for all corpus and cutting parts. 

 
Click global changes 

 
Click define changes  
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Define changes by clicking 
!!!! ACHTUNG All carcass cabinets  in the order list are overwritten with these defined 

changes!!!! 
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8. Order 

When the input is ready and there is order confirmed with the customer, the order will be sent to 
TZ-Austria. 

 
After saving the last article, you automatically return to the order list 

There you will find the green button . 
The order can be sent via acceptance of the terms and conditions and the data protection policy. 

 
If you accept these queries,  you will be taken to the last query. 
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With this last query, the program confirms that the data has been sent. 
Confirm them with "OK".   

Afterwards you will receive an offer (ATOF19-001234) incl. freight costs. 
We kindly ask you to check this offer and confirm, if changes are necessary, these must be done in 
the offer phase. 
If the offer is correct, please send it back to us signed. 
We will send you the order confirmation (ATOC19-001234) with the delivery date.  
No change is possible from this point on. 
After returning the signed order confirmation, considering the payment terms, your order will be 
placed in production. 
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9. Commercial functions of the design box 

Offer Printing: 

 
 

„Quote" shows the offer of 
TZ-Austria and thus your 
purchase price. 

„My Quote" shows the offer 
that you can send to your 
customer. 
This is followed by an 
explanation of how the price 
can be adjusted for your 
customer (end customer) and 
how to insert your own 
company logo. 

 

The offer appears as a PDF file on your screen 
which you can print or save. 
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Customize price for end customers 

 

In the order list, you can switch from the "Article list" to "Prices". 

 

click on Sale 

 
Under Sale “addition” a percentage can be entered that is offset. 
On "My Quote” price changes but the percentage is not displayed. 
Then click "Save". 
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In order to also give your customers a discount, switch from sale to discount. 
percentage and click "Save".   
This percentage is visible on My Quote.   

Click on article Overview and you will return to the order list. 

Changing the company logo 
Click on Menu at the top line in the right corner of the screen. 

 

Weiter auf TZ Austria Portal 

 
In the TZ-Austria Portal select "New Logo"  and select the file you previously filed with your 
company logo.
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